LiTHium SiLicaTeE CoONCRETE HARDNER

Faaturas:

= Excellent watar rapallancy

= Dusl proof

= Breathable

= Can use alther g dry o wat grinding procsss

= Can be polished to a semi-gloss or gloss finish, basad on the amount of tims the surface is polished.

PRODUCT DESCRIPTION

Zher-Crete® Lithium Silicate Concrete Hardener is the
pramium sealer, hardenar and densifier Tor indusirial
concrete applications In both new construction and post-
restoration projects. It providas high gloss beauty, tough-
ness and durability that only increases with age and regu-
lar maintananca

Sher-Creted Lithium Silicate Concrete Hardener deaply
penstrates and seals existing hardanad floors; i iz deal
for concrete fioors in warehouses and indusinal sitas.
Sher-Crete® Lithivm Silicate Concrete Hardener will
nal leave fhe white residue, somalimes called “surface
blaom®, comman with sodium silicate praducts.

with Sher-Creted Lithium Silicate Concrete Hardenar |
thara's no sorubbing or watsr wash required. The prod-
vet penelrates and reacts quickly, preducing a belter ini-
lial hardmass thal is mare uniform, mees consistenl and
more lorgiving than convenlional products,
Sher-Crated Lithium Silicate Concrate Hardaner may
be applisd immsediately after the frowsls are off the slab.
Curas ar bond breaking curas may be applied direcily
avar the Sher-Crate Lithium Silicate Concrela Hardener
Zher-Cretedd Lithium Silicale Concrete Hardener may
be wsed under aoid staine (o provide & more uniform
color) or owver acid stains (which provides a mottled color).

BEMNEFITS

= Daap penebration inke concrete capillarias

= Less down fime

« Enhances and probects stainad, inegral color and dyed
surfaces

+ Provides a mare uniform consistent subsirate for oolors

= Presarves nabural ook

« Maximizes lighl reflectanca

» Helps to reduce alkalinity efflorescencs

+ Raduced wear

* Raduced ovarall project costs

= Pravidas highar reflective gkss and shaan

= Full deplth concrete hardening

« Superar hardness

¢ |ncreasas lifa axpectancy of the concreta surface

« Safa, durable, longlasting

= Rasistanl to Bushing arid will nol yvellow or 2ge with
BHPOSUTE

SC0202 A0

SPECIFICATIONS

Coverage

250 - 500 =q ftigal

Coverage will vary depending on the porosity and texture
of the subsirata

Color & Finisl
Clear

ltam Caodea SKU Package
NLHOOE & Gallons
MLHOSS 55 Gallons
Satin Finish es packaged

Tha degree of gloss achieved is basad an polishing the
surface. LIging a 3M 7200 Black Sirippar Fad®, the prod-
uct can be polished to a semi-gloss or gloss finish, based
an the amount of irme the surfece s polished.

* or aquivalent product

ternperalure and humidily dependen

Toedry: 1-2 hours
Light Foot Traffic: 30-60 minuies
Whaslad Traffic: 2 hours

conlinued on back



SHER-CRETE® LiTHIUM SiLicaATE CoNCcRETE HARDENER

Matarial Safely Data Pages are available from wour
Sherwin-Williams rapresaniative,

Frior to use, read, understand and follow all label and
data pags information and all safety information.
Employaa sducation and training in safe handling of this
product are recommanded.,

PREPARATIOMN AND USE

Duwe o e wide variety of substrales, preparalion meth-
odz, application methods and anvironments, the cusiomer
should fes1 the product in an inconspicuous spot for com-
patibility prior to full scale application.

Test w absorbency of the subsirale by sprinkling waler
on the surface in a veriety of arees across the entire sur-
faca fo get an avarags condition, If the water panatraies
inko the substrate guickly, it is ready to finish. i the watsr
beads up or doas nol penetrate, the surfaca has some
vpe of sealer/caating.

Al surfaces must be clean, dry and free of grease, oll,
dust, dirt, atc. To clean, wse & neufral pH cleanar!
dagraaser, falkewing labsl direclians, rinse horcughly and
allaw the surface o dry, I mold, milkdew, o fungus is
present, kil and remove by ceaning with & solution of 1
part housahcld bleach to 3 parts water.

&ny membrane-forming curing compounds or sealers
should be removed using an abrasive as aggressive as
diamonds or a5 passive as & black stripping pad.

For the best pratection on concrete and masonry, patch
and repair damagea, holes, cracks and cravicas, Uss Sher-
Crele® Rapair products or Slampade® Sealants fallow-
iry label directions. Patching compounds and sealants
will generally be visible through clear coslings. Mixing
cancrate dust Trem the ioor cnba the patch while Gl wat
can help blend the patch into the cverall floor,

Epoxy repair matarials should o applied prior o abrad-
ing/burnizhing; urelhana and polyurea malerials should
ba applied after abradinaburnishing.

The surface of the concrate can be sbreded by using ICRI
03732 | 35PC-5P13 J MACE 6 Surface Preparafion for
Cancrate mathads, This can include lighl sand blasting,
frack blasting or grinding and haning using the appropri-
ate series of sbrasives. Remowve all blast residus. The
floor can be ground using elther & dry or wet grinding
process.

When using a orinding process, depending on e initial
candilicn of the flaar and the desired finizh, use amwherns
from & 25 grit for product or surface removal up to 3500
grit for a wary smoodh, polished finish.

The coarse grit abrading should be followed by progras-
sivaly finer grits unlil the desired finish i3 accomplished.

Depanding an tha condifion of the surface, you can
use Sher-Cretell Cleaner & Meutralizer to remove or
neutralize alkalinity problems; or use Sher-Cretad Al-
kalinity Contrel Primer io nautralize damage from ef-
florezcance, sweating, and other alkalinity problams
By infusing lithium ians indo the concrate surface,

APPLICATION

1 The surface must be complately dry.

2 Apply Sher-Crate® Lithium Silicats Concrate Hard-
aner using a low-prassura sprayar or HYLP sprayar.
Spraad to ensure uniform coverage. Apply ancugh
1o keap e surface wat far 30 minutes. Apply addi-
tional material to any area thel begin to dry out be-
fore 30 minutes. Cowerags rabes will wary basad on
the porosity of the surface. Average coverags rates
ara hatwaan 400 and 600 squara fesd par gallan, I
rhay be necessary o mowve product from the low
areas of the slab back onto the high areas of the
slab. As the product dries, spreed any puddlss on
the surface wsing a soft brisfle broom. Puddles
which are lafl fo dry on their cwn, may darkan ha
surface of the slab due lo increased hydration in
those areas, This is espacally true when the Sher-
Crete Uthiurm Sllicate Concrete Hardenar |s used
pricr to the application of a cure. Let the surface dry,
fusually 1 b 2 hoursy, Sher-Crate Lithium Silicata
Concreda Hardener is nal & curing compeund and
should not be used as such.

A Apply enocugh Sher-Crete® Concrete Herdener to
kaap the surface wet for 30 minutes.

4, Al Shar-Crafe® Concrate Hardanar to air dry. Do
mol rermove e wel malenal from the foar. As the
floor dries move any puddles from low lying areas
o ensure excass meleral doss not create a film. |
can s difficult to remawve tha filr if you doonot. Ary
axcass matarial will dry a5 a white powder and can
b swepl of vacuumed for e surface.

3. Podish the Moor il meeded 1o the desired gloss.

&. For addifional gloss add & second thin application
and polish undil dry. This will improve the appsar-
anca. This product can be burnished with a 3ME
T200 Black Stripping pad {or equivalent) Tor a semi-
alass of high gloss finish,

T If mecessary afier the product has dried, any un-
reactsd material can ba sweapt with & broom or
rinsad and wel vacuumed with an aule scrubbar

CLEANUP
Clean pills, spallers, hands and taals immediabely
after use with soap and warm water,

MAINTENAMCE

Rouline sweeping, mopping, washing, and mechani-
cal scrubbing of flocrs with & neutral pH cleaner are
recommended. Water can be sufficient in some emi-
ronmants. DO NOT LSE deaners thal are eithar acidic
of have a bulyl basa, The product is chemically resis-
tant; it is susceplible o siripging with bulyl dagreasers
and some acids.



